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Abstract — In a typical SAN solution consisting of intelligent 
storage system there will be many LUNs with pre-allocated 
space (thick LUNs) based on the business requirements. In 
case of thin provisioned LUNs physical space is not allocated 
upfront; space will be allocated on demand depending on 
incoming write workload. In thin provisioned LUN 
implementation some space vtill be anchored or pre-allocated 
and in other implementations no space will be anchored 
(everything is allocated on demand). Most often administrator 
oversubscribes the space for thick LUN's. In case of thin LUN's 
with anchored space some space will be reserved to 
accommodate data or incoming writes. There will be many 
oversubscribed thick and anchored thin LUNs in a storage 
systems resulting in non optimal usage of storage space. 

For some of the business needs oversubscribing space for 
thick and anchored thin LUN's without considering the 
utilization doesn't augur well. There should be a way to 
optimize storage space in an intelUgent storage system based 
on LUN utilization over a period of time. By determining 
utilization of a LUN from time to time it's possible to have 
dynamic provisioning mechanism for thick and anchored thin 
LUNs based on the usage over a time. 

The proposed policy driven thick and anchored thin LUN 
optimization will help storage admin to optimize space in a 
storage system. 

Index Terms-SAS, LUN, Thin provisioning,anchored,poUcy 

I. Introduction 

The need of reliable storage is essential in the storage 
array is very essential [2] . To scale up the business need thin 
provisioning LUNs are very demanding in current data centers 
to cater the I/Os [ 1 ] . The disks in the disk arrays tries to cater 
more performance [4] [5] [6] . The storage administrator has to 
maintain the storage array to perform optimally [3] . Currently 
there are no methods to determine set of underutilized LUNs 
over a period of time "T" to optimally utilize storage space in 
a storage system. The proposed solution determines the list 
of underutilized LUNs in a storage system and releases space 
based on LUN utilization over a period of time "T" by taking 
user specified policy parameters. It determines best utilized 
LUNs over a period of time and adds space to best utilized 
thin LUNs in a storage system. 

There will be different user provided policy parameters 
will be used. If user doesn't provide the policy parameters 
then default values wdll be considered. 

n. Problems Solved 

In a typical SAN solution administrator or User often ere 
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ates thick and anchored thin LUN's with much more capacity 
or space than actually needed. Because of this there will be 
plethora of thick and anchored thin LUN's in a storage sys- 
tem with overcommitted space and hence space in a storage 
system itself is not optimal. Since there are many LUNs with 
overcommitted space it's not possible to accommodate new 
LUN's in a storage system and there is no way to determine 
the list of underutilized LUN's. Currently there are no meth- 
ods available to predicatively determine underutilized LUN's 
over a period of time "T", release space from them and con- 
vert them from thick to thin LUN based on the utilization. 

Finding the list of underutilized LUNs and releasing space 
from them according to the utilization of each LUN will help 
admin to optimize space in a storage system. By having a list 
of underutilized LUNs it's possible to assign a ranking to 
each LUN, form a ranking table and release free space from 
each LUN according to the rank. Each thick LUN becomes a 
thin LUN with new free capacity. Each thin LUN with non- 
zero free capacity assumes a new value for a free capacity 
once space is released from free space. 

111. Prior Solution 

One way to solve aforementioned problem is to convert 
overcommitted thick LUN's to thin LUN's with no anchored 
or pre-allocated space. When thick LUN is converted to a 
thin LUN all the available free space in a LUN will be freed 
and space for incoming writes will be allocated on demand. 
However in a system with lot of incoming write workload on 
demand allocation doesn't perform better compared to thick 
LUN's with pre-allocated space or thin LUNs with anchored 
or pre-allocated space. Also, converting each thick LUN to 
thin LUN without considering the utilization or incoming write 
workload might result in performance degradation because 
of on demand allocation. 

TV. Proposed Solution 

As shown in the figure 1 there are several storage arrays 
connected to a fabric. Host is connected to a fabric and it 
sees all the LUN's presented by a particular storage array 
There is a management station connected to a fabric to man- 
age a storage array which provides a GUl/CLl. A high avail- 
ability repository is also connected to a fabric and manage- 
ment station uses this repository to write hourly usage of 
each LUN in a storage array. Using management station it's 
possible to log either hourly usage of all the LUNs in a par- 
ticular storage array or hourly usage of all the LUN's in every 
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storage array connected to a fabric. An application having 
business logic to determine the utilization of a LUN runs in 
management station and has the ability to dynamically pro- 
vision LUN's based on utilization over a time. 



to best utilized thin LUNs. If the flag is not set then add the 

released space to storage pool, "list" - List of LUNs which 
needs to ranked. Space will be released from underutilized 
LUNs. 




VI. Algorithm 



Figure 1. Proposed architecture 

In the proposed solution communication between various 
entities happen as below as per flow in Figure 2: 

1. Management station (or an application) queries storage array 
to get hourly available space for each LUN. Storage array keeps 
track of hourly available space for each LUN in a non- volatile 
counter. Management stations continuously poUs the storage 
array on hourly basis to get the relevant data. 

2. Management station updates in hourly basis available space 
of LUNs in a storage array to repository. Ensures to synchronize 
the storage array data and repository. 

3. Based on the user policy parameters an application which in 
management station having business logic to determine the LUN 
utilization runs on a weekly or monthly basis. From the repository 
data determines worst and best utihzed LUN's over a period of 
time'T". 

4. Management station sends a request to storage array to 
release some space from the worst utilized LUN's based on user 
specified or configured parameter. Space will be released from 
available space (or free space) of a LUN. 

5. Management station sends a request to add space to best 
utilized thin LUN's. Space will be added to best utihzed thin 
LUN's. 

6. The repository also maintains a record of different 
management stations and the corresponding storage array which 
can enable or disable for a storage array. 

V. DESCRIFnON 

In a storage pool find out underutilized LUNs based on 
the policy parameters provided by the user which can 
configure the policy parameters either in a configuration file 
or stored in repository. The policy parameters: 
"T" - Time stamp in hours or months or years to determine 
Utilization of a LUN 

"Y" - Space to be freed in percentage of available space. 
"X" - %age of LUN's to be picked from the ranking table 
"K" - User supplied minimum value to retain free space. 
"D" - Dynamic provision flag. If set add the released space 
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Get policy ralue from the 
user. Read f»>nfigu ration file 
in repositprif togetthe w^lues. 



Getall the LUN's created 
before time ""n.. 



From the selected LUNs 
calculate utilization from the 
repositsiy 



Create ranking table based on 
LUM Mtilifi^on 



From the ranking table select 
bestand worst utilized LUNs 



Release space from tfie worst 
utilized LUNS. 



Convert each thick LUN from 
worst utilized LUN's listto thin 
LUN. 



Based on user configured 
parameter release s pace from 
worst utilised LUNs to storage 
pool or add the space to b^t 
utilized LUN. 



Figure 2. Control flow of proposed algorithm 

Vn. Release Algorithm 



Releasfi|y,x«k,liB4 

i 

Rank group of LUNs in "list" according to ranking algorithm 
Get ranking table from ranking algorithm 

i 

Initialize Count Count= x%of LUNs in ranking table 

i 

Is count> = 2 
^ F0f i =ateii!«iuirt-1 



NMenousb UlM's in comiHie. 

i 

Is airailable space of current LUN <=:'1{" 
(ranking_table[i] <=k) 

No — ^^-^ 

continue. 

, Go littieMLUN in larikfngUbW 

Release of available space. 

HOUND pr.KCnCountM|"i» «yli»o!l*iBteral»raiiWiis index 



IscunentLUN athickLUN? 

H — 

Conveitthick LUN ta lliin LUN. AiqustReserviHi_Ca|>ac(ly0iC) 
Adjust Rese nred_Capacity (RC) 

RCbRC-Y%RC 



Is Dynainic_PFDvision (D) flag set 

Vm„~^ ' ^ — — ~__No 



f^llMloisaBon^lgoiittiin 
Allowtesincecvtiestutilizedlhinluas. 



Release space tostmage pinol 

Figure 3. Released algorithm 
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Vin. Ranking Algorithm 



Ranking (list, T) 
ForeachLUN in Uie li 



6etavaiiabte spaiie at start tif "^T' and ^nd M "T". 



Consumed tafWcliy 



i 

iteo 

i 



Calculate rate of allocation: 
RA = ASatttie end ol "T" -^AS atthe staittrf*!^. 



Continue. 
Ignore the LUN. 
Don't calcu late utili^atkirf. 

Calculate utilization. 
Utilizations ra (rate of allocation atthe end of "T") / AS at tfie startof "T* 



SiortttielistiOf luns-ac^nmlingtottieutitization. 
Worst utilized LUNs willget liigTier ranking (lower- number) in Ifie ranking table. 
Best utilized luns will get the lower ranking (higher number) in the ranking table 



Return Ranking table 

Figure 4. Ranking algorithm 

IX. Allocation Algorithm 



sCount= count 
lbr(i = endof Fanking_table,j^; count>^;j++,i— .count— ) 



Is current LUN a thick LUN? 




Continue 
Add space to LUN 
Add to Reseived_Capacity (RC) 
RC = RC + ROUND (Y-((Y/sCountf1)* j) 

Figure 5. Allocation algorithm 

X. Converting From Thick To Thin Volume 

In each iteration of the loop, some space will be released 
from the available (free) space. Once space is released from 
the available space, thick volume becomes thin volume with 
new reserved_capacity value. 

Reserved_Capacity = available space - y% of available space 

XI. Releasing Space From Thin Volume 

In each iteration, some space will be released from the 
available space. Once space is released from the available 
space, thin volume assumes a new value for 
reserved_capacity. As for example: 

Data in a thick volume need not be contiguous. Free space 
can be scattered all over the LUN spanning different LBA 
ranges. In such scenario, free capacity and reserved capacity 
initially pdnt to available space. Once space is released from 
the free space reserved capacity will be set to reflect the new 
value as show in below figure 6. 
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Total_Capacjty - 



Data 


Fiee space 


Rata 


Free space 


Data 



Reseived_Capacity/ Arailable space 

Figure 6. Initial thick volume layout 

After releasing some space from free space thick LUN 
will become thin LUN and it looks as shown in figure 7. 

Consumed capaei^ 





* -/- 


Total_C 






apacity -^x- ► 




Data 


Free space 


Data 


Free space | 


Data 




Freed space 



Figure 7. Thick volume layout after releasing space 

Xn. Releasing Space From Thin Volume 

A logical view of initial thin volume layout is shown in 
figures. 

Consumed capacity 




liOtaLC^paci^ 



Metadata 


Data 


Free space 


Data 


Free space 


Data 




1Q2 



Ri^ivedJ^paci^ 

Figure 8. Initial thin volume layout 

Logical layout of thin LUN after releasing space from free 
space will look as shown in figure 9. 

It is to be noted that Total_Capacity value doesn't change 
and hence application like file system won't be having any 
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Consumed capacity 
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Data 


Free space 


Data 
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Free space | 


Data 




Freed space 

Reseived_Capacity 

Figure 9. Logical layout of thin LUN after releasing space 

impact. All changes will be internal to an intelligent storage 
system as mentioned Figure 3,4,5. 

Xni. Organization Of Look Up Table In A Repository 

The Lookup table will be a database and contains infor- 
mation about hourly usage of each LUN in the system as 
shown in table I. 

Table I. Lookup Table 



Array 


LUN 


Time 


Available 


Name ,' 


ID 


stampOih. dd nmLw) 


spacs (AS) 


ID 









The repository maintains a record of different management 
stations and the corresponding storage array. It's possible 
to enable or disable storage optimization on a particular 
storage array managed by management station. The 
organization of the table is shown in table n. 

Table II. Management Station Detail 



Managemeat 


Aiiagf 


Storage optimiser 


Station 


Xams ID 


snabls disable 



The utilization of a LUN over a period of time "T" can 
query from the above repository. The difference between 
available space at the start of time "T" and end of time "T" 
will give how much space has been used by a LUN. 

RA= Rate of allocation, AS= Available Space 




1 i % i 9 im iS ]M} jl U H » U jMT S 



Figure 10. Comparison between lun and the Available space 

©2013ACEEE 
DOI:03.LSCS.2013.1.513 




103 



-Llffl 

-tamSifc 

-u 



I i 4 .1 « II IS IS 3TH Jl IS !4 i.' -!<! il Si i«. s? i( 

Figure 1 1 . Comparison between LUNs and total space 

XIV. Advantages And Disadvantages 

The solution has several advantages with significant 
value add to Business 

1. In a cloud environment it is difficult for the storage 
administrator to do capacity provisioning of each and every 
storage array. This solution can make use to achieve optimal 
use of the storage arrays. 

2 The proposed solution will be ideal to manage existing 
storage arrays in a data center optimally. 

3. The cost of managing data center will be reduced drastically 
with the proposed solution. The idea can be extended to manage 
multiple heterogeneous storage arrays. 

4. The cost per TB of the storage can be saved by the solution 
automatically without compromising the manual operation of 
the storage array by the administrator in a data center involves 
cost to the business and is error prone. Also helps in optimal 
data center growth by optimizing number of storage arrays, space, 
power and cost per TB. 

5. This is the ideal solution for a business relying heavily on 
manythickLUNs unaware ofthe underutilized LUNs. It will be 
cost effective to the business with very minimal or no impact on 
reliability and performance. 

As this solution has several advantages and it has some 
limitation as well. 

1. The solution is best applicable for thick and anchored thin 
LUNs which are not utilized properly 

2 The solution doesn ' t fit for thin LUNs which are not anchored 
(or no pre-allocated space) . 

1. In the optimal stage of the allocation the solution will have 
minimal effect. 

2 There is an additional cost involved in managing additional 
resource like repository. 

3. Most or all the LUNs will be converted fi"om thick to anchored 
thin LUN. This might have some performance impact on read or 
write intensive traffic. 

Conclusions 

In the storage industry there are many efforts to optimize 
storage space to save cost which is a value add to the 
business. The proposed solution can be used to optimize 
storage space in a complex datacenter configuration or cloud 
environment. Figure 10 and Figure 1 1 captures the algorithm 
result. With the proposed solution it's possible to either 
dynamically provision LUN's based on utilization or release 
space from underutilized LUN's to storage pool. Application 
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or file system is unaware of underlying storage space 
optimization in an intelligent storage system and hence there 
will be minimal or no impact in terms of performance and 
reliability. The proposed solution can be easily deployed in 
complex data center or cloud environment to optimally use 
storage space to save cost. 
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